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wire marked 3

—
(not used on SL1) : Power cable SL1 Ethernet cable SL1
, : Fixed in searchlight to open wires Fixed in searchlight to Extension cable (included)
- 0_[ wire marked 1 e in cable end. circular connector in cable-end. Circular connector to RJ45.

24VDC IN

+o—[ wire marked 2 Length 3m (4x4mm2) Length 0,9m Length 2m 1

- .

77 Note: ground wire and cable shield

IS connected to SL1 chassis R N— 1
Cat 5e keystone

:coupler x2
(included)
White Power cable SL1 Operator panel
- O—[wire marked - m Qircular connector in OP to open wires E?(tension cable (included)
In cable-end. Circular connector to RJ45.
24VDC IN - B

Length 2m LAN cable (not included)
Rj45 to RJ45 Ethernet cable.

4= 0— wire marked + Length 3m

BESKRIVNING/DESCRIPTION PROJEKT/PROJECT RITAD/DRAWN STORLEK/SIZE

Luminell Sweden AB Wiring example 1 [AH A4

®
LU mine ll Seldonsvagen 8 SL1 Electrical Connection

KUND/CUSTOMER GODKAND/APPROVED BLAD/SHEET

SE-30262
1/1

RJ45 Ethernet cable (default)

DATUM/DATE RITNING/DRAWING REV

2020-03-16 2.0

, Sweden Searchlight to panel connection with additional
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